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SPECIFICATION SUBMITTAL SHEET

CLOSET SUPPLY CONNECTORS with PLASTIC NUT

ITEM TAG:

PART NUMBER:

JOB NAME:

JOB LOCATION:

CONTRACTOR:

ENGINEER APPROVAL:

DATE:

DATE:

• PVC Reinforced Inner Core Hose
• Braided Type 304 Stainless Steel
• Stainless Steel Ferrule
• Plastic Nut

• Lead-Free Brass Insert

FEATURES &

BENEFITS

CLOSET SUPPLY CONNECTORS WITH PLASTIC NUT, 7/8" BALLCOCK X 3/8" COMP.
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9" CLOSET SUPPLY LINE (BALLCOCK x COMP.)

12" CLOSET SUPPLY LINE (BALLCOCK x COMP.)

16" CLOSET SUPPLY LINE (BALLCOCK x COMP.)

20" CLOSET SUPPLY LINE (BALLCOCK x COMP.)
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DIMENSIONS

NO. PART MATERIAL

1 INSERT CW617N

2 WASHER EPDM

3 NUT HPb 57-3

4 SS FERRULE SS 304

5 SS BRAIDED 
HOSE PVC / SS 304

NO. PART MATERIAL

INSERT CW617N

WASHER EPDM

PLASTIC NUT PP + 30% GF

WASHER EPDM

6

7

8

9


