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ANODELESS RISER (ASR STUB ELL)

MASTER
CARTON

QTY.
DESCRIPTION / SIZE SDR CONDUIT

LENGTH
MAKE

SELECTION
BELOW

SPEC SHEET: ARASRSE.0523  EFFECTIVE: 05.18.23

ANODELESS RISER (ASR STUB ELL)

14
12

MASTER
CARTON

QTY.

1
1

SDR 11
SDR 11

42V x 24H

42V x 24H

360003668
360003671

3" STUB ELL RISER MPT x IPS
4" STUB ELL RISER MPT x IPS

MODEL #

Inlet PE x MIP 
Steel Outlet

• Risers can be used for natural gas, LPG, 
  and propane gas distribution

• Transition joint between underground 
  polyethylene pipe to gas steel pipe at the 
  meter assembly

• Requires no cathodic protection below ground

• Stub ell is ideal when space is tight

• Can be joined using butt fusion, electrofusion, 
  socket fusion or constab type fittings

• Meets or exceeds ASTM D2513 – Category 1

• Meets or exceeds ASTM F1973

VERTICAL
(V)

7"
TRANSITION

ZONE

HORIZONTAL (H)

PLASTIC PIPE

BUTT FUSION ELBOW

BUTT FUSION JOINT
TYP. (2) PLACES

PLASTIC PIPE

MOISTURE SEAL

RISER BODY CASE
EPOXY COATED

THREAD PROTECTOR
(TYP. BOTH ENDS)

GAS NIPPLE
SCH. 40 STANDARD
                    (EPOXY COATED)

O-RINGS

RETAINER
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