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SPECIFICATION SUBMITTAL SHEET

ITEM TAG:

PART NUMBER:

JOB NAME:

JOB LOCATION:

CONTRACTOR:

ENGINEER APPROVAL:

DATE:

DATE:

SPEC SHEET: MTFSPN.0622

MALLEABLE THREADED FITTINGS
ALL MALLEABLE THREADED FITTINGS MANUFACTURED FOR AND BY HYDRAPRO, INC. CONFORM 
TO, COMPLY WITH AND ARE MANUFACTURED TO THE FOLLOWING STANDARDS:

               ASTM A 197 -
               ASTM A 153 -
                ANSI B 16.3 -
   ANSI/ASME B1.20.1 -

Standard Spec for Cupola Malleable Iron
Standard Spec for Zinc Coating (Hot Dip) on Iron and Steel
Malleable Iron Threaded Fittings Classes 150
Pipe Threads, General Purpose (inch) NPT

ALL STEEL PIPE NIPPLES MANUFACTURED FOR AND BY HYDRAPRO, INC. CONFORM TO, 
COMPLY WITH AND ARE MANUFACTURED TO THE FOLLOWING STANDARDS:

               ASTM A 53 -
               
 ANSI/ASME B1.20.1 -
               

Standard Spec for Pipe, Steel, Black and Hot-Dipped, 
   Zinc Coated, Welded and Seamless
Pipe Threads, General Purpose (inch) NPT

STEEL PIPE NIPPLES


